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Braille Labeller 

DL65 
 
Please retain these instructions for future reference. These instructions are also 
available in other formats.  
 

General description 
This Braille labeller is designed to enable people not familiar with braille to produce 
brailled labels themselves and can also be used easily by blind or partially sighted 
people. Simply rotate the alphabet dial until the desired symbol is lined up with the gap 
on the dial of the labeller and then squeeze the labeller's trigger located on the back of 
the handle. When using the Braille labeller for the first time, look at the tape magazine 
carefully to see how the tape is positioned. 
 

Orientation 

Holding the labeller with the round part furthest away from you, and the braille 
markings facing uppermost. 
 
The dial rotates in either direction enabling the braille character to be selected. 
 
The handle, nearest to you has the tape cover on the upper side and the trigger to the 
underside. 
 

Getting started 
At the end of the handle is a groove for the cover. Lift the cover up on the handle to 
access the magazine. Pull out approximately 3 inches (70mm) of the labelling tape 
from the roll and load the cartridge of roll into the labeller’s handle. There is a grooved 
part just before the “TAPE” guide, slide the tape along this until you find the guide and 
insert the tape under the guide. Feed the tape through by hand until the end comes out 
on top of the dial. Close the magazine cover. The labeller is now ready to use. 
 

Using the product 
Select the letter/number/symbol by rotating the dial until your selection appears near 
the opening. To print, squeeze the trigger firmly and release. For blank spaces and 
tape advance, squeeze the trigger lightly until a click is heard, and release. 
 
To cut the tape, turn the dial to the cut symbol, this looks like an upright rectangle on 
the braille part of the dial and an upside down pair of scissors on the print. Squeeze 
the handle firmly and release. Advance the printed tape three spaces by clicking lightly 
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three times. Pull the cut tape to remove. The tape is ready to print the next label. The 
perforated tap on your label makes it easy to separate the label from the liner. 
 

Attaching the label 

Tape sticks to almost all surfaces, which are dry, free of dust, grease and oil and 
reasonably smooth. Don’t bend sharply or fold the tape. After attaching the label, 
smooth on by using hands only to avoid damage to the letter. 
 

Removing dial 

Remove the tape completely from the labeller. Hold the labeller between both hands 
and use both thumbs to push the dial forward. Lift the dial to remove. 
  

Hints and Tips  
If a letter appears where a blank space was intended, the handle was squeezed too 
firmly. 
 
If the rest of the tape is pulled out when a printed label is removed, the handle was not 
squeezed firmly enough to cut the tape completely. 
 
If letters are not printed clearly, the handle was not squeezed firmly enough. To 
remove a printed label near the end of the tape roll, it may be necessary to remove the 
dial and take out the remaining tape (see the Removing Dial section). Don’t operate 
the handle too many times in the “cut” position. This could cause tape transport 
problems 
 
Use only Dymo®, 3M or other approved tape. Use of any other tape may void your 
warranty. 
 

How to contact RNIB 
Phone number: 727-526-2020 
Address: Magnifying Aids 4760 East Bay Dr. Ste. E, Clearwater, FL 33764 
Email: sales@MagAids.com 
Web address: www.MagAids.com 
 
 

Terms and conditions of sale 

This product is guaranteed from manufacturing faults for 12 months from the date of 
purchase.  If you have any issues with the product and you did not purchase directly 
from MagAids.com then please contact your retailer in the first instance.  
 
 


